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Certificate of Type Testing Conformity

License holder: Solvis d.o.o.

Cehovska 106 HR-42000 Varazdin, Croatia

Solvis d.o.o.
Cehovska 106 HR-42000 Varazdin, Croatia

Production site:

Product: Photovoltaic (PV) module

SV60-250
(and extended models)*

Models:

The products can be considered complying to the type testing based upon the following aspects:

e [|EC61701:2011
Salt mist corrosion testing of photovoltaic (PV) modules
Severity: 1

This type testing certificate is only valid for the sample tested and does not include the Initial and
the Periodic Inspection of the production samples.

This certificate is issued in accordance with the Kiwa Cermet Italia regulations for Product Certification.
Publication of the certificate is allowed.

Chief Operating Officer
Giampiero Belcredi

Member of the IECEE CB-Schenie
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Annex

Extended models*
(Types extended for similarity without need of re-testing according to IECEE “Retesting Guideline”)

Model name Cells Cell size Cell Module size Rated power (Wp)
number (mm) technology (mm)

SV72-XXX YYY 72 156x%156 Poly-Si 1962x992 | 1956x992 | From 280 to 350 with 5 steps
SV72-XXXEYYY 72 156x156 Mono-Si 1962x992 1956x992 | From 295 to 365 with 5 steps
SVB0-XXX YYY 60 156x156 Poly-Si 1650x992 | 1640x992 | From 225 to 290 with 5 steps
SVB0-XXX E YYY 60 156x156 Mono-Si 1650x992 | 1640x992 | From 230 to 305 with 5 steps
SV54-XXX YYY 54 156x156 Poly-Si 1491x992 From 200 to 260 with 5 steps
SV54-XXX EYYY 54 156x156 Mono-Si 1491x992 From 205 to 275 with 5 steps
SV48-XXX YYY 48 156x156 Poly-Si 1324992 From 180 to 230 with 5 steps
SV48-XXX E YYY 48 156x156 | Mono-Si 1324x992 From 185 to 245 with 5 steps
SV3B-XXX YYY 36 166x156 Poly-Si 1482x676 1014x992 | From 135 to 175 with 5 steps
SV36-XXX E YYY 36 156x156 Mono-Si 1482x676 | 1014x992 | From 140 to 180 with 5 steps
SV72(5)-XXXE YYY | 72 125x125 Mono-Si 1580x808 From 190 to 230 with 5 steps
SV36(5)-XXX E YYY | 36 125x125 Mono-Si 1194x542 | 828x808 From 95 to 115 with 5 steps

Remarks: XXX = rated power. YYY = optional suffix. The optional suffix is: F = black frame. Frame thickness = 35 or 40 mm.
Medule size can vary according to the limits of the IECEE Retesting Guideline if the minimum distances between module
current carrying part and the edge of the module stay the same.

Chief Operating Officer
Giampiero Belcredi

Kiwa Cermet Italia S.p.A. Laboratory tests reports nr.: AR15TEST005.
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